HD-EX 3-80S
License Grade Code HM SO0T10 T3 N

Product Description:

*EX3-80S" is a high density polyethylene with 1-Butene
as co monomer. It is natural, excellent ESCR, high impact
gtrength, outstanding hydrostatic strength for PE 80 class.

Applications:

O Pipe extrusion PE 80 class

O Industrial and pressure pipe, Gas pipe, drnking water pipe
O relining, fittings

Typical data
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Stress at Yield ISO 527 Mpa 22
Flextural Creep Modulus DEN 18537-2 Mpa 200
i4point, tmn)

Tensile Modulus ISO 827 Mpa 850
(23 Cov=1mmimin_secant)

Stress at Break ISO 527 Mpa K
Elongation at Break ISO 527 % >1000
Elongation at Yield ISO 527 % 10
Softening Temperature ISO 306 C 87
Britte Temperature ASTM D748-72 C <-80
shore D hardness ISO 888 50
ESCRnf I notchoeeptest I1ISO CD 16770 NE4.0 Mpa 200
@D T I%Artopal

mpact stength 23 ¢ ISO 172/1eA Kym2 23
4 Testmcr) 1ISC DIS 13477 bar PC>3
Notch Tegtsca) ISODIS 13472 Mpa 240D >2500
Hydrosiatc sirength 1SO 1167 Mo3 nls 5 >5000
test 20 C

VN - Cm3ig >300
ENCT r=soc. 4 0MEa - h >100

£ Typcal Values: not to be congirued as specifications

£ Recommended melt temp: 180-220 ¢
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