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Product Description
BExcoed 101EMA is an ethydane T-hasene copalymer. Films made from Excead 1018MA hawe outstanding tensils, impact strangth and puncture.
These supenior strength properties, along with excelent drawability, makes this a very versatile packaging film resin. TnPP & not intentionally added

to Excead 1018MA.
Ganeral
Avsailabily ! « Africa & Midcke East « Europe « North Amenca
* Agia Pacific * Latin America
Addrie « Excoed 1018MA: Amblock: Na; Slip: No; Processing Aict Yes; Thermal Stabiizer: Yes
Apphcations « Agricukural Fm « Food Padkaging « Mukibyor Packaging Fim
« Bagin Bax - Form Fill And Seal Packaging « Owerwrap Film
« Bamer Food Packaging « Freazer Fim « Packacing Rims
« Blown Fim « General Packaging « Premium Trach Bags
« Blown Swretch Pk « Heawy Duny Bags « Stand Up Pouches
= Bread Bags = Lamination Fim « TrashBags
Rovision Date « 05/22/2018
Rocin Propertioc Typical Value (Englich) Typecal valaa | (S1) Test Basod On
Densky 0.918 gfom? 0918 gfam? ASTM D1505
Mok Index (190°C/2.16 kg) 1.0 ¢/N0Omin 1.0 g/10min ASTMD1238
Poak Moking Tomperature 245 *F 118 °C ExxonMobil
Mothod
Rim Propecties Tyoical Vahue (Englic ypetal Value (SH) Test Basod On
Tansile Strangth at Yield MD 1800 poi 95 MPa ASTM DB82
Tengile Strangth 2t Yisld TD. 1400 pai [H) 9.7 MPa ASTM D882
Tensile Strangth at Broak MD 8500 psi &0 MPa ASTM D882
Tensile Strangth at Braak TD 1 7700 pei S0 MPa ASTM D882
Elongation at Broak MO 480 % 480 % ASTM D882
Elongation at Broak TD - 680 % &40 % ASTM D882
Secant Modulbis MO - 1% Secant 27000 psi 180 MPa ASTM D882
Secant Modubs TD - 1% Secant 29000 pci 200 MPa ASTM DB82
Dart Drop Impact T " 590 g 550 g ASTM D1709A
Elmendar Tear Strength MD 250 g 230 g ASTM D1922
Elmaendorf Tear Strencth TD 430 g 430 g ASTMD1922
Puncture Force 11 Ibf S0 N ExxonMvobil
Mathod
Puncture Enargy 35 indb 39 J Exvonvobil
Mathod
Ootical Properties Typical Value (Englich) Typical Value ([S1) Tost Basad On
Gloss (45%) 28 28 ASTM D2457
Haze 29 % 29 % ASTM D1002

Lecad Statement
Tl nonylphenal)lphosphite (TNPP) CAS? 26523.78-4 is not intentionally used by ExsonMobil in this product. Alhough this product is not
rowtinely tested for s presance, based on product compostion knowlodge this substance i Not epectad to be present. Howewver, the fact that
this substance is not imentionally used by ExxonMobi in this procduct does not exclude that trace levels of this substance may be present a5 3 result
of the spedfic charactenistics of the raw materiak and/or of the manufacturing process.

This product & not intended for use in medical applications and should not be usad in any such applications.

Contact your BxcconiMobid Ohemical Customer Senvice Represontative for potential food contact applcation compliance (e.g. FDA, ELU, HPFE).
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F‘I’Oin;ﬂim;_; Statement
Fim (1 mi/25.4 micron) made on a 2.5 inch (63.5 mm) blown fim lne with a 2.5:1 blows-up ratio, 3 mek tomperature of 390 <4 10°F (199 - 210°C),
a 80 mil (1.52 mm) die gap at a rate of 10 be/hr/in die dircumference (1.79 kg/hr/em)

Notes
Typical properties: these ane not to be construed a< spedfications.
! Product may not be avalable in one or more countries in the icentified Availability regions. Ploase contact your Sakes Represontative for compléte
Country Availabilry.

For addmonal technical, sales and order assistance: www.exomonmobidchemecal com/ContactUs

©2019 ExecnMiobi. ExconMobi, the ExxanMobil loge, the interiocking “X™ device and other product o senice names wused hersin are trademarks of
ExxonMobi, unless indicated otharwise. This cocument may not be dstributed, displayed, copéied or akarad withow: ExxonMobills prior wriktten
authorzation. To the extent Exxoniiobl suthores distributing, cisplaying and/or copying of this document, tho user may do so anly if the document
is unaltared and complete, induding all of its hoaders, footers, dischimers and other information. You may not copy this dooumant to of reproduce it
in whale or in part on a website. Exeoniiobil does not guarantee tha typical (or cther) values. Any data induded hersin & based upon analysis of
representative samples and not the actual product shipped. The information in this document relates only to the named product or materials whien
not in combination with any other product or materials. We based the infarmation on data believed to be reliable on the date campiled, but we do not
represant, walrant, of otharwise guarantee, exprassly or impliacly, the marchantability, feness for a partiodar purpose, freedom from patent
infringemant, suitablity, accuracy, relability, or completeness of this information or the products, materials or processes described. The user & sololy
responsiie for all determinations regarding any wse of material o product and any process in its temionies of interest. W expressly discdlam kabiiny
for ary loss, damage or injury directly or indiractly suffered or incurred as a resul of or related 1o anwone wsing of reling on any of the infarmation in
this document. This document is Not an encorsemant of any non-ExsonMobil product of process, and we exprassly disclaim any contrary implication.
The terms “we,” “our” "BonriMobil Chamical® and "Exconhobl® are each used for corvenionca, and may inchude any one o more of Exxoniiobl
Chamical Compary, Exxon Mobil Corporation, or any affilate cither directly or indicactly Stewarced.

@onmoebilchamical.com
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